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GATE VALVE NRS - Group Alve-Nrs

  

Technical Data

Connections: DIN-EN 1092-2 PN16
Working temperature: from 0°C to +80°C
Coating: electrostatically applied red epoxy resin RAL 3000
Gasket: EPDM
Material: cast iron ANSI C550

Design acc. EN 558-1/series 14 EN 1171 

DN Ø L [mm] H [mm] Ø M [mm]
50 2” 150 282 180
65 2”1/2 170 290 180
80 3” 180 331 200

100 4” 190 366 254
125 5” 200 447 280
150 6” 210 490 305
200 8” 230 560 350
250 10” 250 706 450
300 12” 270 802 450

Approvals

FM, UL, VdS e Gost.

   

= Sold by pack
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Tipo Kg Pezzi per confezione Codice Articolo
DN 100 21.1 1 849707
DN 125 32.4 1 849708
DN 150 42.3 1 849709
DN 200 57.3 1 849711
DN 250 105.5 1 849713
DN 300 169.2 1 849716
DN 50 10.3 1 849704
DN 65 12.3 1 849705
DN 80 16.3 1 849706
Switch 0.3 1 849723
DN 65 14 1 849605

DN 125 23 1 849608
DN 150 24 1 849609

DN 200 PN16 25 1 849611


